



































































































Stats  (cm)  (cm)  (dm3) (trees/ha) (cm) (m3/ha) (OD t/ha)  (n/ha)
Mean  7.1  8.0  26.5  5406 8.2 133.9 92.3  4523
Min  5.5  6.3  15.0  2765 7.0 91.0 54.0  134 
Max  8.5  9.9  43.0  9302 9.7 206.0 148.0  11951
Median  7.0  8.0  24.5  5200 8.1 131.0 91.0  3648
SD  0.9  1.0  8.1  1583 0.7 28.9 24.9  3509










































































































































































The cutting efficiency of the system  is  in  line with previous studies (Björheden & Nuutinen 
2014) and  in  line with conventional  loose tree‐parts harvesters.  In average 4.1 trees/crane 
cycle were  cut.  Iwarsson Wide  (2010)  stated  that  the number of handled  trees per  crane 
cycle  is a critical parameter  for multi‐tree handling  in small diameter stands. Belbo  (2011) 
showed  through a  simulation  that  the optimal number of accumulated  trees  in multi‐tree 
cutting  is  from 4  to 5  trees per  crane  cycle. Thus,  it  seems  that  the  cutting  capacity was 
highly utilized in present study. As bundles achieve higher payloads than loads of loose tree 
parts the overall productivity of bundle supply systems are therefore higher. However, the 
operational  cost  of  the  bundle  harvester  is  higher  than  for  conventional  harvesters, 
therefore  the  systems  suitability  is  dependent  on  tree  size  harvested  and  transportation 
distances.   Bergström and Di Fulvio  (2014) show  that bundle‐harvester systems, similar  to 
the studied one, are competitive compared to conventional tree pert systems  in early  fuel 
wood thinnings where the average stem volume harvested  is greater than ca 30 dm3. One 
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